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                                is a proprietary blend of lubricants and 
additives. When the sealant is exposed to an environment where 
there is a dramatic drop in pressure and temperature, a seal will 
begin to form at the leak site until it is fully sealed.

Once injected into the system,  
it LOCATES and SEALS micro  
leaks formed by pitting, corrosion, 
loosened fittings or abrasion.  

 Activated by moisture

 Oxygen activated

 Can damage AC&R systems

 Can damage contractor owned tools 
& equipment 

 Exposure to sealant harmful

 May contain flammable liquids

Polymer Type 
SealantsA/C Leak Sealer
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Seals micro leaks in condensers, evaporators, O-rings and hoses. 
Can add years to older, out-of-warranty AC&R systems that leak small 
amounts of refrigerant. Works with all popular refrigerants and oils.

	�Remains safely in system to help protect against future leaks
	�Can be injected with system off or running
	�Available in three convenient delivery methods

NON-POLYMER  
oil-soluble formula 

 Non-polymer, oil-soluble formula 

 Non-oxygenated activation

 Not activated by moisture

 Safe for AC&R systems

 Safe for contractor owned tools  
& equipment

 Non-hazardous formula

 Refrigerant      Oil Cool Seal™



CS-2CS  
Cool Seal™ BigEZ™ Cartridge
2 oz (60 ml)

Large, prefilled cartridge works with 
BigEZ™ injector. Can also be used  
with EZ-Ject™ injector. Cartridge  
treats up to 16 tons (56.3 kW) of cooling. 

CS-3CS  
Cool Seal™ Stick Capsule
0.5 oz (15 ml) 

Add Cool Seal™ A/C Leak Sealer and refrigerant in 
one simple step. Requires bleed valves for injection. 
Capsule treats up to 4 tons (14.1 kW) of cooling.

BigEZ™ Assembly:
RP-BEZ-50 	 BigEZ™ injector assembly 

EZ-Ject™ Assembly: 
RP-CS-50	 EZ-Ject™ adapter	
RP-EZ-50 	 EZ-Ject™ injector assembly
RP-PF-01	 Purge fitting

NOTE: Injection assembly not included.

SPE-CSMS-CS
Cool Seal™ Mini-Stick 0.3 oz (10 ml) capsule
Treats up to 3 tons (10.6 kW) of cooling.

ALSO AVAILABLE:

RP-BV-50  
Bleed Valve
Requires two (not included)

EZ-Ject™ Injection

  EZ-Ject™   Stick Capsule  BigEZ™

BigEZ™ Injection Stick Capsule Injection

Three Convenient Delivery Methods

Red "CS" part number suffix denotes full-color, hanging clamshell packaging
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CS-100CS  
Cool Seal™ EZ-Ject™ Injector Kit
Includes EZ-Ject™ injector assembly, hose/coupler 
with check valve and purge fitting and (2) EZ-Ject™ 
cartridges prefilled with Cool Seal™ A/C leak sealer. 
Each cartridge treats up to 4 tons (14.1 kW) of cooling.

CS-1CS  
Cool Seal™ EZ-Ject™ 
Replacement Cartridge
0.5 oz (15 ml)

Treats up to  
4 tons (14.1 kW) 
of cooling. 

Reusable Injector Assembly:
Save money on unnecessary  
hardware with each application!

Works in all AC&R systems, 
overcomes system pressure
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