
ULTRA
OIL-GLO®

SERIES

Specially designed to collect and analyze hydraulic oil samples to assist you in selecting the right fluorescent dye and 
leak detection lamp to meet your specific requirements! Choose from our do-it-yourself field test kit or use our mail-in kit 
to get an expert analysis directly from Spectroline® on the following page.

Dyes fluoresce different colors depending on the host fluid

FIELD DYE DILUTION RATIO KIT

COLOR CHART FOR SPI-OGFDK FIELD DYE DILUTION RATIO KIT

Test your oil samples, yourself, right in the field! 
This convenient kit contains the tools 

needed to collect samples and do a fast 
analysis to determine the right OIL-GLO® dye 
 dilution ratio, and Spectroline® leak detection 

lamp that is right for your operation. 

A Spectroline® Leak detection lamp is required to 
show fluorescence– Sold Separately

(1) 10 ml SYRINGE OF EACH DYE:

OIL-GLO® ULTRA White Dye

OIL-GLO® ULTRA Green Dye

OIL-GLO® ULTRA Bright Blue Dye

Instructions, Color Chart, Black Evaluation Plate, Applicators and (8) 1 oz Mixing Bottles

OIL-GLO® ULTRA Yellow/Green Dye

OIL-GLO® ULTRA Yellow Dye

OIL-GLO® ULTRA Blue Dye

SPI-OGFDK

Important Note: 
All OIL-GLO ® oil-based dyes are manufactured to the 
highest quality standards, and are filtered down to 2 microns.

APPLICATION YELLOW/GREEN GREEN YELLOW WHITE BLUE BRIGHT BLUE

Shown Under

UV LIGHT  
365 nm

Light Hydraulic Fluid

Dark Hydraulic Fluid

Compressor Oil

Engine Oil

Gearbox Oil

Shown Under  

VIOLET LIGHT  
400 nm

Light Hydraulic Fluid

Dark Hydraulic Fluid

Compressor Oil

Engine Oil

Gearbox Oil

KIT INCLUDES:

ALSO INCLUDES:

Innovating for Today Imagining for Tomorrow 

TEST KITS

CONTACT US FOR CURRENT PRICING



OIL ANALYSIS KIT
Contains everything needed to collect the oil sample  
and send it to us for a professional analysis. 

Upon receipt, our expert chemists will test your oil sample
and provide their recommendations for the best OIL-GLO®

dye, dilution ratio and Spectroline® leak detection lamp for
your specific application.

• Oil Sample Analysis Form
• 8 oz (237 ml) Sample Bottle with Lid
• Absorbent Cloth
• Plastic Bag with Tie
• Pressure-Sensitive Tape
• Box-Sealing Tape
• Shipping Label
• Packaging Instructions
• Cardboard Shipping Box

SPI-AK

KIT INCLUDES:

Innovating for Today Imagining for Tomorrow 

SCAN QR 
CODE 

TO LEARN 
MORE

INDUSTRIAL 
01/21       A19265-3

PRINTED IN USA

MAKES SAMPLE COLLECTION  
AND SHIPPING FAST AND EASY!

LET SPECTROLINE® TEST YOUR OIL 
SAMPLE AND PROVIDE A REPORT WITH 
A DYE, DILUTION RATIO AND LAMP 
RECOMMENDATION:

Fluorescent Leak Detection Applications (open and closed loop) 

Hydraulic 
Systems Pipelines Turbines

Liquid 
Holding Tanks

Cooling  
Towers

Cooling Control &  
Hydrostatic Pressure 

Systems

Generator 
Engines

Lubrication 
Systems

DYE COLOR DILUTION RATIO RESULTS SHOWN UNDER 365nm 
UV LIGHT 

OIL-GLO® 22 Yellow 

OIL-GLO® 30 White 

OIL-GLO® 33 Green 

OIL-GLO® 40 Bright Blue 

OIL-GLO® 44 Yellow/Green 

OIL-GLO® 45 Blue 

OIL-GLO® 50 Red 
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APPLICATIONS & SAMPLES 
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 DYE R           ECOMMENTATION REPORT 

1 oz. dye per 8 gallons oil Fluoresces yellow 

1 oz. dye per 8 gallons oil Fluoresces gray

1 oz. dye per 8 gallons oil Fluoresces 
turquoise

1 oz. dye per 8 gallons oil Fluoresces bright 
blue

1 oz. dye per 8 gallons oil Fluoresces 
yellow-green

1 oz. dye per 8 gallons oil Fluoresces blue

1 oz. dye per 8 gallons oil Fluoresces orange

APPLICATION 

LAB ANALYSIS NUMBER 

OIL MANUFACTURE R 

OIL PAR T NUMBE R 

          DYE R  ECOMMENTATION REPORT 

DISTRIBUTOR 

956 Brush Hollow Road, Westbury, N.Y. 11590 • 800-274-8888 • 516-333-4840
C O  N F I D E N T  I A L D A T A S H E E T 

APPLICATION 

NAME 

 CONTACT 

ADDRESS 

TEL. 

EMAIL 

DISTRIBUTOR 

CONTACT 

 ADDRESS 

TEL. 

EMAIL 

END USER

REC OMM END AT I  ON 

SYS TEM CAPACI T Y 

ANNUA L USAGE 

OIL SAMP LE RE CEI VED 

LA B RE SUL TS CONC LUDED 

PAR T NUMBE R 

DILUT I ON RATI ON 

LEA K DETE CT I ON LAMP 

RESUL TS 

COMMENTS 

OIL IMAGE OIL /DY E IMAGE 
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OIL-GLO® 44

1 oz. dye to 8 gallons oil

OLX-365

Glows bright yellow-green

Various dyes were tested to determine which would provide the best leak detection results.  The oil 
has a natural blue fluorescence which eliminated the blue dyes, OIL-GLOs 40 & 45.  After testing, it 
was determined that OIL-GLO® 44, at a dilution ratio of 1 oz. of dye per 8 gallons of oil along with a 
365nm UV light provided the brightest, most cost effective leak detection combination.

CONTACT US FOR CURRENT PRICING

DISTRIBUTED BY:

Long Island, New York  |  (516) 333-4840 
Orders@Spectroline.com 
CustomerService@Spectroline.com

www.Spectroline.com


